
 
 

 

 

 

 

 

 

 

 

     
 

  
 

     

Key Features 

 ̧ уΦнф at ƘƛƎƘ ǇŜǊŦƻǊƳŀƴŎŜ /ah{ 

 ̧ оупл Ö нмсл ǊŜǎƻƭǳǘƛƻƴ 

 ̧ 2.8 mm, 3.6 mm, 6 mm, 8 mm, 12 mm fixed lens 

 ̧ 9·Lw нΦлΣ ǎƳŀǊǘ LwΣ ǳǇ ǘƻ сл Ƴ Lw ŘƛǎǘŀƴŎŜ 

 ̧ 4 in 1 video output (switchable TVI/AHD/CVI/CVBS) 

 ̧ Ltст 

 ̧ ¦Ǉ ǘƘŜ ŎƻŀȄ όILY±L{Lhb-/ύ 

DS-2CE16U1T-IT3F  
у at Bullet /ŀƳŜǊŀ 

 



 

/ŀƳŜǊŀ 
LƳŀƎŜ {ŜƴǎƻǊ 8.29 megapixel progressive scan CMOS 

{ƛƎƴŀƭ {ȅǎǘŜƳ PAL/NTSC 

CǊŀƳŜ wŀǘŜ 

TVI: 8MP@12.5fps, 8MP@15fps, 4MP@25fps, 4MP@30fps, 2MP@25fps, 2MP@30fps 

CVI: 8MP@12.5fps, 8MP@15fps 

AHD: 8M@12.5fps, 8M@15fps 

CVBS: 960H P/N 

Resolution 3840 (H) × 2160 (V) 

Min. Illumination Color: 0.01 Lux@(F1.2, AGC ON), 0 Lux with IR 

Shutter Time 
PAL: 1/12.5 s to 1/50,000 s  

NTSC: 1/15 s to 1/50,000 s 

Lens 2.8 mm, 3.6 mm, 6 mm, 8 mm, 12 mm fixed lens 

Horizontal Field of View  102.2° (2.8 mm), 79° (3.6 mm), 50.8° (6 mm), 37.73° (8 mm), 23.96° (12 mm) 

Lens Mount M16 

Day & Night IR cut filter 

!ƴƎƭŜ !ŘƧǳǎǘƳŜƴǘ ό.ǊŀŎƪŜǘύ tŀƴΥ лϲ ǘƻ ослϲΣ ¢ƛƭǘΥлϲ ǘƻ мулϲΣ wƻǘŀǘŜΥ лϲ ǘƻ ослϲ 

{ȅƴŎƘǊƻƴƛȊŀǘƛƻƴ LƴǘŜǊƴŀƭ ǎȅƴŎƘǊƻƴƛȊŀǘƛƻƴ 

5²5w ό5ƛƎƛǘŀƭ ²ƛŘŜ 5ȅƴŀƳƛŎ wŀƴƎŜύ млр Ř. 

aŜƴǳ 
!D/ ¸Ŝǎ 

5ŀȅκbƛƎƘǘ aƻŘŜ !ǳǘƻκ/ƻƭƻǊκ.² ό.ƭŀŎƪ ŀƴŘ ²ƘƛǘŜύ 

²ƘƛǘŜ .ŀƭŀƴŎŜ !ǳǘƻκaŀƴǳŀƭ 

.[/ ό.ŀŎƪƭƛƎƘǘ /ƻƳǇŜƴǎŀǘƛƻƴύ ¸Ŝǎ 

[ŀƴƎǳŀƎŜ 9ƴƎƭƛǎƘ 

CǳƴŎǘƛƻƴǎ Brightness, Sharpness, DNR, Smart IR, HLC 

LƴǘŜǊŦŀŎŜ 

±ƛŘŜƻ hǳǘǇǳǘ м I5 ŀƴŀƭƻƎ ƻǳǘǇǳǘ 

{ǿƛǘŎƘ .ǳǘǘƻƴ  TVI/AHD/CVI/CVBS 

DŜƴŜǊŀƭ 

hǇŜǊŀǘƛƴƎ /ƻƴŘƛǘƛƻƴǎ -40 °C to 60 °C (-40 °F to 140 °F), humidity: 90% or less (non-condensation) 

tƻǿŜǊ {ǳǇǇƭȅ 
12 VDC ±25% 

*You are recommended to use one power adapter to supply the power for one camera. 

Power Consumption Max. 5.3 W 

tǊƻǘŜŎǘƛƻƴ [ŜǾŜƭ IP67 

aŀǘŜǊƛŀƭ 

Front cover: Metal 

Main body: Plastic 

Bracket: Metal  

IR Range Up to 60 m 

Communication Up the coax, Protocol: HIKVISION-C (TVI output) 

Dimensions 81.9 mm × 86.7 mm × 217.9 mm (3.22Ϧ × 3.41Ϧ × 8.58Ϧ ) 

Weight Approx. 435 g (0.96 lb.) 

{ǇŜŎƛŦƛŎŀǘƛƻƴ 




