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Featuresand Functions

Professional and Reliable
Dual-OS desigio ensure high reliability of system running
ANR technology to enhance the storagéability when the network is disconnected

HD Input

H.265H.265+H.264H.264-/MPEG4 video formats

Connectable to the thirgbarty network cameras

Up to321Pcameras can be connected

Recording at up to 81P resolution

Supports live view, storage, and playbackloé connected camera at up toMP resolution
HD Output

HDMI and VGidependentoutputs provided
HDMI Videwutput at up to4K(3840x 2160)resolution

HD Storage
Up to 4 SATA interfaces connectable for recording and backup
Storage space effectively saviey 50% to 70% with the use of H.264+ decoding format

HD Transmission
2 seltadaptive 10M/100 M/1000 Mbpsnetwork interfaces

Various Applications
Adopt stream over TLS encryption technology (enhanced SDK service and RTP over HTTPS protocol) whict
more secure stream transmission service (max. 128 Mty streamutgoing bandwidth)
Centralizedmanagementof IP cameras, includingonfiguration information import/export, realtime information
display, tweway audio, upgrade, etc.
Connectable to smart IPamerasfrom Hikvisionand the recording, playing back, and backing upv@Aalarmscan
be realized
VCA detection alarm is supported
Instant playlack for assigned channel during midtiannel display mode
Smart searclfor the selected area in the videand smariplaybackio improve the playbackfficiency
SupportsHDDqguota and group modes; differeapacitycan be assigned to different channels
Hik-Connectfor easy network management

www.hikvision.com
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Specificatiors
DS7708NiK4 DS7716NiK4 DS7732NiK4
8-ch 16-ch 32-ch
80 Mbps 160 Mbps 256 Mbps
160Mbps

4K (3840 x 216030Hz, 2K @560 x 1440)/60Hz, 1920 x 1080/60H:
1600 x 1200/60Hz, 1280 x 1024/60Hz, 1280 x 720/60Hz, 10
768/60Hz
1920 x 1080/60Hz, 1280 %024/60Hz, 1280 x 720/60Hz, 1024
768/60Hz

10KZ w/ ! O[AYSIENE M YmoO

H.265H.265+/ H.264+/H.264/MPEG4

8 MP/6 MP/5 MP/4 MP/3 MP/1080p/UXGA/720p/VGA/4CIF/DCIF
[2AF/CIF/QCIF

8-ch 16-ch 16-ch

2-ch @ 8 MP (25fps) /-dh @ 4MP (30fps) /-8h @ 1080g30fps)
TCP/IP, DHCPjikConnect DNS, DDNS, NTP, SADP, SMTP, NFS,
'ty IHTTPS

4 SATA interfaces
Up to 6TB capacity for each HDD

1-ch, RCA 2.0MpJE M1 MmO

2 R#A5 10/100/1000 Mbps seHidaptive Ethernet interfaces

1 R$485 (halfduplex), 1 R232, 1 keyboardoptional)
Front panel: 2 x USB 2.0; Rear panel: 1 x USB 3.0
16/4

100 to 240 VAC

B0 W
0 W

-10 °C to 55 € (14 F to 131 F)
10t0o 90 %

445 x400 x7L. mm ( 17.5"x 15" x 2.8")

X kg (11 Ib)



Physical Interface

Index | Description
LAN1 and LAN2 Network Interfaces

AUDIO OUT
AUDIO IN
HDMI Interface

USB 3.0 Interface
RS232 Serial Interface
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Available Models

DS7708NiK4 DS7716NIK4 DS7732NiK4

Index = Description
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VGA Interface

RS$A485 Serialnterface
ALARM IN and ALARM OUT
GND

100to 240VAC Power Input
Power Switch
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